SORRENTO at The Colony

RULES AND REGULATIONS
FOR DECORATORS, CONTRACTORS AND SUBCONTRACTORS

The unit owner must pre-register with the Resident Manager giving him the name,
address, telephone number and fax number of the unit owner’s representative who will be
overseeing the work being done in the unit whether it be the interior decorator, the
general contractor or the unit owner.

2. Prior to commencing work, the unit owner’s representative must submit to the Resident
Manager, a list of names, addresses and telephone numbers of all sub-contractors who
will be working in the unit, together with a schedule for their work.

3 The Resident Manager will coordinate with the unit owner’s representative the issuance
of temporary passes for access for decorators and contractors into The Colony.

4, Work hours are 8:00 a.m. to 4:30 p.m., Monday through Friday. If work is required on
Saturday, prior approval must be obtained from the Resident Manager.

5. The contractor and all sub-contractors must have Type “B” licenses in Lee County, and
must submit proof of same for the Resident Manager's file.

6. Prior to authorization for access, the contract and all sub-contractors must produce from
their insurance carrier a Certificate of Insurance of general liability of no less than
$250,000 per occurrence and no less than $500,000 aggregate, and provide proof of
Worker’s Compensation coverage for the Resident Manager’s file.

7. All contractors and their employees will only enter the building through locations
approved by the Board. They must register with the Resident Manager’s office in order
to access the unit,

8. A passenger elevator will be designated for use as a service elevator for the purposes of
transporting materials. The elevator size is approximately 6°8” x 5° x §°6” in height.

9. After unloading, workers must park their vehicles in the designated area specified by the
Resident Manager.

10.  Work preparations will not be allowed in the garage or exterior balconies, i.e. mixing of
paints, mud, grout, etc.

11.  Trash chutes are not to be used, nor is any trash to be left in units or hallways. The
Resident Manager will provide information on disposal of trash.

12, All trash and debris shall be hauled off by the workers on a daily basis.
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13.

14.

15.

16.

17.

18.

19.

20.

21

Grout, paint, wall mud or any other material may not be poured down building drains,
sinks, toilets or bathtubs.

Sub-contractors are not to use carts owned by the Association (supply your own).

Breaks and lunches, if taken inside the building, should be confined to the owner’s
residence.

No radios will be allowed in the building unless used with headphones.

Access to the individual condominium units must be coordinated through the Resident
Manager’s office.

Do not tamper with or hang extension cords from any of the sprinkler heads. When spray
painting, sprinkler heads must be protected.

Unit smoke alarms are to be left in place. They are to be properly protected during the
interior finish work, which generates heavy airborne particulates, i.e. sanding and
painting. If a contractor is found responsible for setting off a smoke alarm, the contractor
may be subject to a fee.

Workers are not to wander around areas other than the specific area or unit they are
assigned.

Balcony tile and floor covering colors must be submitted to the Resident Manager for
review and approval.

FLOORING - Each unit owner who elects to install in any portion of his residence hard
surface flooring materials (i.e., tile, marble, wood) shall first be required to install an
approved sound underlayment material equivalent to 1/4 inch of cork and perimeter
sound isolation material installed in accordance with the procedures as generally provided
below. Each unit owner is required to submit for approval to the Board of Directors, or
its representative, the proposed hard surface floor underlayment material. Written
approval for the proposed materials is required prior to installation of hard surface
flooring, and then the installed soundproofing must be inspected and approved prior to
installation of the hard flooring. Installation procedures shall meet or exceed the
following;:

A Isolation Barrier
1. At the perimeter of the entire floor, and the periphery of all protrusions to that
floor; fiberglass board (6 - 15 pcf) not less than 3/8 of an inch (9.525
millimeters) thick, to minimize flanking, should be used within 1/4 inches
(6.35 millimeters) of the finished surface.

2. Closed cell polyethylene foam (2.7 - 9 pcf) not less than 1/4 of an inch thick
(6.35 millimeters) may also be used as the perimeter isolation barriers.

SORRENTO: RULES AND REGULATIONS w0z
FOR DECORATORS, CONTRACTORS AND SUBCONTRACTORS

Page 2 of 4






